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 ACORN_rev4, STEPPERONLINE CL86Y Drive   

Acorn_rev3 has REMOVABLE green screw terminal blocks
Acorn_rev2 has FIXED green screw terminal blocks
How to tell the difference between Acorn_rev2, Acorn_rev3 and Acorn_rev4

Acorn_rev4 has LED indicators for the Inputs and Outputs
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LIMIT ALL SWITCHES

Normally closed switches
are wired in series and 
normally open switches
are wired in parallel when
using Home All. 
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Pulse/rev SW3 SW4 SW5 SW6

Default ON ON ON ON

800 OFF ON ON ON

1600 ON OFF ON ON

3200 OFF OFF ON ON

6400 ON ON OFF ON

12800 OFF ON OFF ON

25600 ON OFF OFF ON

51200 OFF OFF OFF ON

1000 ON ON ON OFF

2000 OFF ON ON OFF

4000 ON OFF ON OFF

5000 OFF OFF ON OFF

8000 ON ON OFF OFF

10000 OFF ON OFF OFF

20000 ON OFF OFF OFF

40000 OFF OFF OFF OFF

STEPPERONLINE
CL86Y

Stepper Servo Driver

SW1: OFF=PU+DR, ON=CW/CCW
SW2: OFF=CW, ON=CCW
VAC: 20~80V, VDC: 30~110V
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