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COIL POWER/ACN|AT COIL 2 QO O How to tell the difference between Acorn_rev2 and Acorn_rev3
L3 T3 Acorn_rev2 has FIXED green screw terminal block
E-STOP SIGNAL - green screw terminal bIocks
MOTOR R L2 12 Q O- o Acorn_rev3 has REMOVABLE green screw terminal blocks
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FROM SPINDLE ENCODER
Refer to Tech Bulletin TB306 for Drive Setup.
N COM ) COM M T Y COM
1. Set drive parameters to factory default values. See +
ProNet manual for "Parameter Settings Initialization" 24VDE E24vhe M P—
2. Edit the following parameters: 110VAC
PNO0O = 0110 SHIELDED ETHERNET CABLE FROM PC |
PN0O4 = 1000 - SLK To] L MEANWELL
PNOO05 = 0010 for EMJ motor, 1010 for EMG motor WHT ol n
PN100=0 GRN
PN201 = 256 I 0 GRN 0 ~ eo|L
PN202 —_ 1 E'STOP CIRCUITS ARE RED YEL N\ YEL ol vo (+24 VDC) 1.0A
3.Cycle power to the drive. OPTIONAL CONNECTIONS ARE BLUE BLK PN BLK[T] oo
4. Run Acorn setup wizard and set Steps/Rev to 4096. GROUNDS ARE GREEN RED
Refer to ProNet manual for tuning. 110VAC IS VIOLET O] V1 (x5 VD) 2.2




